
140 x 140 x 4.8 GALV. STEEL PLATE

PAINT WITH RUST RESISTANT

FLUORESCENT RED PAINT (TOP HALF)

PAINT WITH RUST RESISTANT BLACK

PAINT (BOTTOM HALF)

600 TYP.

300 LONG 13 mm STEEL PIN

20 MPa CONCRETE BLOCK

SEAL TOP WITH A WELDED

OR THREADED GALVANIZED CAP

50 O.D. X 3.0 m LONG

GALVANIZED  PIPE

SCHEDULE 80 WITH

2.4 m PROJECTION

STEEL PLATE

SIDEWALK

DIRECTION OF TRAFFIC
STREET

SECTION

PLAN

NOTES:

1. ALL DIMENSIONS ARE IN MILLIMETERS UNLESS OTHERWISE NOTED.

2. INSTALL HYDRANT CONNECTED MARKER OR ISOLATED HYDRANT MARKER TO SUIT PROJECT REQUIREMENTS

3.8 mm

PLATE

250

250

2100

38

HYDRANT CONNECTED MARKER

POSITION

TO SUIT

HYDRANT

3 x 25 x 812

FLAT BAR

CLAMP W.

SS. BOLT

6.4 x 38

FLAT BAR

23

19 Ø HOLE

95 x 50 x 3

FLAT BAR

ISOLATED HYDRANT MARKER

BOLT MARKER TO REAR

FLANGE OF HYDRANT

ROAD R.O.W.

600

300

POSITION PLATE

 45° FROM

DIRECTION

OF TRAFFIC

FIRE

HYDRANT

300

300

HSS 38 x 38 x 3.2

CAPPED ON TOP

FINISHED GRADE

NOTE:  ALL STEEL TO BE ALL WELDED,

GALVANIZED CONSTRUCTION AND PAINTED

TO MATCH HYDRANT.

FIRE HYDRANT
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